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Experimental results of the nonlinear dynamic response of a piezoelectric high displacement
actuator known as thin-layer composite unimorph ferroelectric driver and sensor were compared to
a theoretical model, which utilizes the multiple scales method to connect the effective spring
constant to higher-order stiffness constants c4 of the piezoelectric layer. This type of actuator has
prestress gradients resulting from the manufacturing process that have been reported to play an
important role in enhanced actuation. A value of c4=−4.710
20 N/m2 was obtained for the
higher-order lead zirconate titanate PZT stiffness coefficient, which is higher than other published
results for PZT without prestress gradients. Peak resonance displacements over 1 mm were obtained
for even small 100 Vpp applied fields. The analysis showed a slight voltage dependence that was
not specifically accounted for in the theory. This was confirmed by recasting data from other
published results and further confirmed by dc offset studies reported here. © 2005 American
Institute of Physics. DOI: 10.1063/1.2041844
I. INTRODUCTION
Piezoelectric actuators play an increasingly important
role in a variety of technological applications. For example,
piezoelectric stack actuators are used in a variety of ways in
scanning microscopes.1 As the limits of scanning micro-
scopes are pushed, the higher-order nonlinear material prop-
erties of the piezoelectric material play an increasingly im-
portant role. More recently, cantilevers with piezoelectric
patches have been used as probes in some atomic force
microscopes1 AFMs where a clear understanding of the
frequency response is essential. In many other applications,2
it is desirable to operate the actuators at or near resonance
where maximum displacements occur. However, these are
precisely the conditions under which nonlinear effects are
most pronounced. Historically, one disadvantage of tradi-
tional piezoelectric actuators is the fact that they produce
small displacements compared to other actuator technolo-
gies. Efforts have been made to trade off the high pressure
forces developed by piezoelectrics for greater displace-
ments. Unfortunately, mechanical leveraging systems suffer
numerous shortcomings. Early efforts to find alternatives to
mechanical leveraging systems led to the development of
Moonie actuators.3 Later, Haertling4 advanced the concept of
a composite design, which has economic advantages in
manufacturing. The actuator is known as reduced and inter-
nally biased oxide wafer RAINBOW. More recently, a
similar actuator was developed5 in which a polyamide adhe-
sive LaRC™-SI, developed by NASA, was used to bond a
metal substrate to a piezoelectric material at elevated tem-
peratures inside an autoclave. In keeping with the meteoro-
logical theme, these actuators are known as thin-layer com-
posite unimorph ferroelectric driver and sensor
THUNDER®. The components of a typical THUNDER ac-
tuator are illustrated in Fig. 1. Additional construction details
are given in an article by Mossi et al.6 The dimensions,
thickness t, width b, length L, and density  pertaining to a
particular type of actuator that was utilized in this investiga-
tion are given in Table I. The elastic compliance constant SE
11
at constant electric field E for the lead zirconate titanate
PZT layer is 16.510−12 m2/N. The subscripts denote the
stress-strain directions where the 1 direction is along the pol-
ing direction. Young’s modulus Ys for the steel substrate is
2.01011 N/m2. THUNDER® actuators are now commer-
cially produced by Face International and some of their char-
acteristics have been studied.7 However, several questions
remain unanswered for both RAINBOW and THUNDER®
actuators. One important question is related to the effects of
internal prestress gradients introduced during the manufac-
turing process that may impact the piezoelectric material
properties. Li et al. make a strong argument, in the case of
RAINBOW, that the effects make a significant contribution.8
However, equivalent studies for THUNDER have not been
conducted. Enhanced material properties in piezoelectrics
have also been reported in the case of engineered domains.9
Of particular relevance in this report is the possible impact of
the internal prestress on the higher-order nonlinear material
aAuthor to whom correspondences should be addressed; electronic mail:
tusher@csusb.edu
bPresent address: Department of Physics, Utah State University.
FIG. 1. Typical high displacement actuator construction. After bonding of
adhesive at elevated temperature, the actuator obtains a characteristic
curvature.
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properties. To address this question, we report experimental
results of the frequency response of THUNDER actuators in
cantilever mode for various excitation voltages. The results
are compared to a theoretical development that connects the
effective spring constant to the higher-order stiffness con-
stants of the piezoelectric material.
II. THEORY
A theoretical treatment of the nonlinear response of a
cantilevered beam can be found in the book by Nayfeh and
Mook10 as well as in other places. Wolf and Gottlieb adapted
the theory to the case of a noncontacting atomic force micro-
scope cantilever11 and to a cantilever beam actuated by pi-
ezoelectric layers.12 The following is, in large part, a sum-
mary of their theoretical development. Readers wishing to
fully explore the details of the theoretical development are
strongly encouraged to study Ref. 12. Slightly different no-
tation is used. For a piezoelectric cantilever actuator, such as
the one considered here, the nonlinear constitutive equations,
modified for the particular geometry can be expressed as
follows:
T1 = − e31







L E3 + e31
L S1,
where T1 and S1 are the longitudinal along the long direc-
tion stress and strain, respectively. In addition, D3 and E3
are the electric displacement and electric field in the trans-
verse direction along the thin direction. The coefficients c3
and c4 are the nonlinear stiffness coefficients of particular
interest in this investigation.











T 1 − k31
2  .
Here c2 is the linear elastic stiffness coefficient and S11
E was
defined earlier. The constant k31 is the electromechanical
coupling factor, d31 is the piezoelectric constant perpendicu-
lar to the direction of the electric field, e31
L is the piezoelectric
stress constant, and 33
L is the permittivity. The superscripts
indicate constant zero stress T, constant short circuit
electric field E, and constant strain L.
According to the Bernoulli-Euler hypothesis, it is as-
sumed that the layer of thickness dz remains plane and per-
pendicular to the neutral axis of the cantilever. The neutral









where tp is the thickness of the piezoelectric, ts is the thick-
ness of the substrate, and Ys is the Young’s modulus of the
substrate. The equations of motion for the beam are derived
from Hamilton’s principle. The material properties of the pi-
ezoelectric layers are represented by the electric enthalpy
density. The enthalpy can be expressed in terms of a fourth-
order polynomial that provides a connection between the pi-
ezoelectric material and its response to the applied electric
field. The constants c3 and c4 are nonlinear material con-
stants. The electric enthalpy per unit length can be expressed





































where b is the width of the cantilever. The Lagrangian can be
written in terms of the electric enthalpy per unit length. Tak-
ing the variation of the Lagrange density and expanding the
angular displacement of the beam to third order in the linear
displacement lead to the equations of motion for the system.
See Ref. 12 for details.
The following dimensionless spatial  and temporal 







  t H02
AL
4 , 6
where the dimensional spatial x and temporal t quantities
have appropriate units. The length of the actuator is given by
L and A is the average linear density mass/length of the
actuator. H02 is given by Eq. 4. Incidentally, Eq. 6 cor-
rects a typographical error in Wolf and Gottlieb’s paper.12
In accordance with the multiple scale method, the re-
sponse of the cantilever can be represented via three different
time scales, which are distinguished in their order of magni-










PZT 0.200 15.0 77.0 7.80102
Stainless 0.152 15.0 77.0 7.87102
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tude by a small dimensionless parameter . The linear dis-
placement can also be expanded in terms of the parameter .
This method eventually leads to the eigenmode solutions for
the clamped beam,
n = coshzn − coszn − Ansinhzn − sinzn
7
with zn=	n






is determined numerically from the nth root of the character-
istic equation
1 + coshzncoszn = 0. 9
We can assume a driving voltage at a frequency 
 and am-
plitude Umax. Furthermore, we can introduce a dimensionless
damping coefficient . It is also customary to introduce a
detuning parameter  where

 = 	1 + 
2 10
and the corresponding normalized damping coefficient ̄
=2. The bar indicates that it is normalized.
With these definitions and further analysis, we ultimately
arrive at the evolution equation, which can be solved to yield
the following important result for the response amplitude a1












2 − 2. 11
The  in Eq. 11 corresponds to frequencies below the reso-
nance peak. The  in Eq. 11 corresponds to frequencies
above the resonance peak. The effective spring constant c is
given by the following expression:






















12 = 11 . 16
The primes indicate spatial derivatives. The gammas are

















It is convenient to normalize the higher-order coefficients








In the case of the experimental work considered here, 32
=6.7610−4K32 and 42=4.9610
−7K42. The numerical
factors are particular to the cantilevers used in this investi-
gation. Equation 12 relates the spring constant to 42 and
32, which are in turn related to the higher-order stiffness
coefficients K42 and K32. Notice that the K42 and K32 terms
enter with opposite signs. Further, note that 32 is squared,
whereas 42 is not, making the 32 term insensitive to the
sign of K32 while the 32 term is sensitive to the sign of K42.
Arguments will be given later for dropping the third term
involving 32.
The reader is reminded that the derivation is in terms of
dimensionless quantities, which need to be accounted for
when comparing to experimental results.
III. EXPERIMENTAL PROCEDURES
The experimental setup can be conceptually divided into
mechanical and electrical components. Figure 2 depicts the
mechanical arrangement and Fig. 3 depicts the electrical con-
nections. The data acquisition and control process were com-
puter automated. The stimulation signal was initially gener-
ated by an arbitrary function generator, amplified and then
applied to the actuator. The actuator response was measured
by a laser micrometer. The applied voltage and laser re-
sponse were acquired via two channels of a data acquisition
card.
FIG. 2. Mechanical test fixture for clamping the actuator. Proper clamping is
essential for reproducible results.
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A. Mechanical
Actuators were mounted mechanically in a cantilever
configuration with displacement in the horizontal plane to
avoid acceleration errors at high displacement and/or fre-
quency values. Whenever possible, standard, easily acces-
sible components were used rather than specially fabricated
components in order to promote repeatability by other re-
searchers. Two steel machine flats were clamped inside the
jaws of a Craftsman® 24073 drill press vise, which was
mounted on a Newport® EG 32-2 optical bench. It was not
necessary to utilize the vibration isolation capabilities of the
optical bench. The actuator was clamped between the ma-
chine flats in order to provide a hard cantilever clamp. A
variety of measured torques for the vise were employed to
verify that the torque did not affect the results. It was critical
to avoid mechanical parasitic effects due to the electrical
leads. This was accomplished by feeding the electrical con-
tacts through the mechanical clamps. The details of the elec-
trical leads are described below.
B. Electrical
The original actuator electrical leads supplied by the fac-
tory were removed and thin flexible copper traces were used
as leads. The traces were approximately 2 mm wide and
0.2 mm thick. They were bonded to the top aluminum elec-
trode using Master Bond® EP211TDCHT metallic adhesive.
The thin outline and increased width of the copper leads
allowed for good contact and stable nonparasitic connection
for the duration of the study. However, this configuration
could be improved as it is both difficult to implement and
will suffer stress degradation over very long periods of use.
The thin electrical leads were fed through the clamp. A thin
sheet of mica served as extra high-voltage insulation. The
bottom steel substrate served as the other electrode and was
connected to ground via the metal clamp.
National Instruments® software, LABVIEW® 6.1, run-
ning on a Dell® computer with a Pentium® processor and
Microsoft® Windows® operating system was used to auto-
mate the data acquisition and control. An arbitrary function
generator HP 33120A, under computer control via a GPIB
IEEE 488.2 interface, was used to produce a low-voltage
signal, which was then amplified with a high-voltage ampli-
fier Kepco® BOP-1000M and then applied to the actuator.
The applied voltage was monitored by one of the channels of
a National Instruments® data acquisition card NI DAQ
6024E after a passive voltage divider. A laser charge-
coupled device CCD micrometer Micro-Epsilon® IDL-
1400 was used to measure the displacement. The current
output of the micrometer was passed through a resistor pro-
viding a conversion from current to voltage. The voltage
across the resistor was then monitored by another channel of
the data acquisition card. We calibrated the laser micrometer
against a Michelson-Morley interferometer over the entire
range of the micrometer 5 mm. This was accomplished by
automating the fringe counting process, thereby providing an
extremely accurate distance measurement. The calibration
curve was very linear, so a simple multiplicative factor was
used to convert micrometer voltage to a displacement. An
oscilloscope HP5403B was used to independently monitor
the applied high voltage and micrometer output voltage. In
addition to serving as an independent verification of the ac-
quired data, this configuration was used to monitor the phase
relation between the applied high voltage and the micrometer
displacement voltage. In this way any signal coupling, deg-
radation, or anomalous behavior between the supply and the
actuator could be observed in situ.
Data collection and reduction was integrated into the
LABVIEW® code and allowed for frequency and voltage step-
ping. The reduced data profiles then consist of a spectrum of
voltages and frequencies/tones centered about the expected
resonant frequency see Fig. 4. A single tone data set raw
data consists of 512 points sampled at 990 S/s samples per
second, where the update rate of the IDL-1400 is 1024 S/s.
Since the sampled frequencies were much less than the
DAQ or IDL-1400 sampling rate, we reduced the DAQ
rate to avoid over-sampling. Typical frequency spans are
+/−20 Hz, about the center tone, to allow for asymptotic
behavior to appear. The first resonant modes for actuators
considered here were below 120 Hz. In addition, a wait time
was associated with each frequency, prior to collection, to
avoid initial transient effects. Both the wait time and the
center frequency were determined empirically prior to opera-
tion. These parameters and sampling rates provided ample
data density for the reduction process. The micrometer re-
sponse voltage and dc offset for a given tone were first cal-
FIG. 3. Electrical signal and data acquisition arrangements. FIG. 4. Typical family of frequency response curves taken at different ap-
plied voltage amplitudes for an 11R actuator. The vertical scale is in terms
of peak displacement. The curves are fits to Eq. 11.
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culated, and then the single tone frequency was obtained
using standard fast Fourier transform FFT techniques. This
provided a single data point V, Hz in the dynamic response
curve. Then, for a single applied voltage, we obtain a range
of frequency and micrometer response voltage points that
compose a single response curve in the voltage domain see
Fig. 4. The data were then converted from volts to meters
using the previously mentioned conversion factors. In addi-
tion, for each response curve the peak and center frequencies
were calculated using a standard singular value decomposi-
tion peak fitting routine. From this and the original data,
frequency versus voltage and peak displacement versus volt-
age plots were obtained. The error in the data sets follows
largely from the calibrations as the fitting algorithms yield
very small error contributions. The details of the calibrations
and complete error analysis are omitted. However, we con-
sidered a spectrum of error sources including temperature,
power, and drift of the electronics in addition to parasitic
energy losses, inductive/capacitive coupling, and the full
spectrum response of all instruments beyond the required
ranges. Furthermore, the amplifier was carefully monitored
to ensure that it did not deviate from the expected voltage as
a result of the highly reactive load near resonance.
The final worst-case errors for frequency, applied voltage,
and displacement, respectively, are as follows: +/−0.1 Hz,
+/−0.1 V, and +/−0.1 mm.
IV. RESULTS
We focused on the Face International 11R THUNDER®
actuator. The other models showed similar results. However,
they were not as extensively investigated. Six 11R actuators
were investigated with similar results for each actuator. A
typical set of experimental data points nonlinear response
curves are shown in Fig. 4 along with the fit to theory
smooth curve.
The resonance curves shown in Fig. 4 clearly show a
nonlinear response. The response amplitude was kept small
to avoid the jump phenomena typical of nonlinear systems.
The peaks shifted towards lower frequencies with increasing
drive voltage amplitudes, indicating a softening of the effec-
tive spring constant. The results compare favorably with the
theory by Wolf and Gottlieb.12
By inspecting Eq. 11, it can be seen that for a given
drive voltage, the peak amplitude a1p occurs when the two






This expression can be rearranged to give a linear relation






Figure 5 represents typical experimental results showing a
linear relation in good agreement with theory.
In order to further compare quantitatively the experi-
mental results with theory, it is necessary to obtain an inde-
pendent value for the dimensionless damping coefficient .
This was done experimentally by manually displacing the
cantilever tip and suddenly releasing it, resulting in a free
decay vibration, which was monitored electronically via the
direct piezoelectric effect and monitored mechanically via
the laser micrometer. A typical decay response is shown in
Fig. 6. Inspection of the shape of the curve confirms the
assumption of linear damping as opposed to quadratic, Cou-
lomb, or hysteretic damping. See Sec. 3.3.3 in Ref. 10. The
damping curves yield an independent value for the damping
coefficient of 6.90 1/s and using Eq. 6, a dimensionless
value of =0.119. This, in turn, yields a value for the small
order parameter =0.0279 that is used in further calculations
discussed later.
Now turning our attention to the first term in Eq. 11
which is left after setting the last term equal to zero, we have
the following linear relation between the detuning parameter






The curve prescribed by this equation is commonly referred
to as the backbone curve. Figure 7 shows some typical ex-
FIG. 5. Typical maximum amplitude response as a function of applied volt-
age peak to peak for an 11R actuator. Data is for an 11R actuator other
than actuators presented in other figures.
FIG. 6. Typical free decay of 11R actuator. The decay is monitored by the
laser micrometer and by the actuator in sensor mode. The micrometer decay
includes an unimportant offset.
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perimental results. A straight line could be drawn through the
data points and still remain within experimental error. How-
ever, there is a clear indication of curvature, which will be
discussed later. Assuming a linear fit, the experimental data
gives a value of −2.6105 Hz/m2 for the slope. This slope
can then be used to calculate a value for the effective spring
constant c. The effective spring constant is negative soft-
ening. It is important to keep in mind that the relations
given in Eq. 5 and 6 must be used to compare experimen-
tal and theoretical values.
The effective spring constant is given by Eq. 12. Other
experiments13 have shown that that the relative stiffness co-
efficient K32 is small so the third term will be dropped re-
sulting in the following expression:
c =  381 + 984242 − 122	12 . 22
Assuming a straight line for Fig. 7, the slope leads to a value
of c4=−4.810
20 N/m2 for the higher-order stiffness coef-
ficient. Other experimental values for c4 are scarce in the
literature. Furthermore, they vary widely from −2.4
1016 to −1.41018 N/m2 depending on the particular
PZT formulation used. One publication by von Wagner and
Hagedorn14 reports c4=−1.410
18 N/m2. However, differ-
ent PZT formulations were used. Morgan Electroceramics
PZT-5A ceramics were used in our work and von Wagner
and Hagedorn used PIC 151 manufactured by PI-Ceramic.
The higher c4 value in the case of high displacement THUN-
DER actuators may be associated with the prestress. How-
ever, further studies need to be conducted to be certain. Our
value for c4 is larger than those reported by others. Referring
to Eq. 1, it is interesting to examine the relative contribu-
tions of the term involving the higher-order stiffness coeffi-
cient c4 with the linear term involving the linear coefficient
c2. Even for strains as small as 250 m/m typical strains
for PZT can be as high as 1200 m/m, the contribution of
the nonlinear term is of the same order of magnitude as the
linear term. Unfortunately, the need to avoid experimental
complications associated with the jump phenomena at high
amplitudes results in decreased dynamic range and conse-
quently decreased sensitivity to the value of the effective
spring constant. In future experiments it may be possible to
improve sensitivity by exploring higher-order resonance
modes. However, these results indicate that the effective
spring constant depends on voltage. This dependence should
be more pronounced at higher amplitudes higher drive volt-
ages. The curvature in Fig. 7 could be explained by a
voltage-dependent spring constant c, which is not specifi-
cally accounted for in the theory.
Comparable results were reported by Wang et al.15 from
Cross’s laboratory for RAINBOW actuators and by Ounaies
et al.16 for THUNDER actuators. Wang et al. investigated
nonlinear behavior in RAINBOW actuators, which were the
predecessors of THUNDER actuators. Although their theo-
retical treatment is quite different from the one presented
here, the experimental results are similar. Figure 8 shows an
adaptation of their experimental data to the analysis used
here. Their data shows the same voltage-dependent behavior
as seen in our data Fig. 7.
In an attempt to separate, to the extent possible, me-
chanical response characteristics from electrical response
characteristics we applied a small ac voltage with a large dc
voltage. The results are shown in Fig. 9. These results show
a clear dc voltage dependence. The very strong dependence
at large negative dc voltages may be due to the onset of
depoling.
V. CONCLUSIONS
The coupling of electric and mechanical fields is the de-
fining characteristic of piezoelectric materials. First-order co-
efficients have been thoroughly investigated even though
relatively recent surprises17 have been discovered in BaTiO3,
which is one of the most widely studied piezoelectric mate-
rials. Higher-order coefficients are not as widely known.
FIG. 7. Peak resonance frequency plotted against maximum amplitude
squared for a typical 11R actuator response. The horizontal error bars are
smaller than the data point symbol. FIG. 8. Peak resonance frequency plotted against maximum amplitude
based on results from Wang et al. see Ref. 15. The smooth curve is a guide
for the eye.
FIG. 9. Typical resonance response as a function of dc offset voltage for an
11R actuator. The smooth curve is a guide for the eye.
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However, they are important in applied studies as well as
those that are more fundamental. This report connects a non-
linear theory with experimental results on prestress-gradient
piezoelectric actuators. Our results compare favorably with
the theory, as well as other experimental results, providing
insight into piezoelectric material properties. The results in-
dicate that the prestress gradients have minimal impact on
the higher-order stiffness coefficients. However, the effective
spring constant exhibits a voltage dependence that is not ac-
counted for. This conclusion is confirmed by reconstituted
data from other published results as well as our dc offset
results. This may warrant further study.
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